
 Stromabnehmer SSS 400+ 
Die Innovation für den Hochgeschwindigkeitseinsatz 

 
404 km/h – Weltrekord für Serientriebzug am Velaro E AVE S103 mit SSS 400+ Stromabnehmer 
Der SSS400+ Stromabnehmer wurde vom Mechanik Werk Wien, MWW in Zusammenarbeit mit der Firma Schunk 
Bahn- und Industrietechnik für Hochgeschwindigkeitsfahrzeuge entwickelt. 
Merkmale / Innovationen: 
• optimales dynamisches Verhalten der Stromabnehmerwippe und Schere durch die Verwendung von leichten 
hochfesten Werkstoffen 
• Reduzierung der starken Windkräfte bei hohen Geschwindigkeiten für sichere Stromübertragung 
• aeroakustische Optimierung durch aerodynamische geformte Komponenten 
• TSI Zertifizierung 
Resultat: 
Optimales Kontaktverhalten zwischen Stromabnehmer und Fahrleitung bis zu den max. Fahrgeschwindigkeiten. 

 
 
 Technische Daten: 
 Bauhöhe in Senklage (Standard/optional): 600/540 mm 

Min. Arbeitshöhe über Senklage: 300 mm 

Max. Arbeitshöhe über Senklage: 2400 mm 

Max. Steighöhe über Senklage: >2400 mm 

Nennisolation: 25 kV 

Nennstrom mit Kohle: 1000 A 

Nennstrom mit metallimprägnierter Kohle: 1500 A 

Kontaktkraft Einstellbereich: 60 – 150 N 
Betriebsgeschwindigkeit bei entsprechender 
Fahrleitung: 

 
350 km/h 

Wippenbreite (Betreiberspezifisch anpassbar 
Standard): 1950/1600 mm 

Gesamtgewicht inkl. Isolatoren ca. 140 kg 
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Die SSS400+ Stromabnehmer sind bei vielen aktuellen großen 
Hochgeschwindigkeitsprojekten weltweit im Einsatz: 
• Velaro E Spanien AVE S103 • China CRH2 
• Velaro China CRH3 • Deutsche Bahn DB AG – ICE-S 
• Velaro Russland • Korea KTX-2 

 
 



 

Pantograph SSS 400+ 
The Innovation for high speed in perfect form 

 
404 km/h – World record for serial trains at Velaro E AVE S103 with SSS 400+ pantograph 
The high speed pantograph SSS 400+ got developed in co-operation between Mechanik Werk Wien, MWW (= mechanic 
plant Vienna) and Schunk Bahn- und Industrietechnik for high speed trains. 
Features / Innovations: 
• optimization of the dynamic behavior of the collector head and the pantograph frame by the use of high tech materials 
• Reduction of the effects of dynamic air pressure at high speeds for safe current transmission 
• Low level of noise emission because of aerodynamic shaped components 
• TSI certification 
Result: 
Optimal interaction between pantograph and overhead line up too the highest speed of travel. 

 
 

Technical Data:  
Overall height in lowered state (Standard/optional): 600/540 mm 

Min. working height above lowered state: 300 mm 

Max. working height above lowered state: 2400 mm 

Lifting height above lowered state: >2400 mm 

Nominal insulation: 25 kV 

Max. nominal current with carbon: 1000 A 
Max. nominal current with metal  impregnated 
carbon: 1500 A 

Contact force, adjustment range: 60 – 150 N 

Operating speed with respective contact line:  
350 km/h 

Collector head width 
(operator specifically adaptable): 1950/1600 mm 

Total weight including support insulators:  approx.140 kg 
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References: 
The SSS 400+ pantograph get used at many major and  
worldwide well known high speed projects: 
• Velaro E Spanien AVE S103  • China CRH2 
• Velaro China CRH3   • Deutsche Bahn DB AG- ICE-S 
• Velaro Russland    • Korea KTX-2 
 


